
with capacities of 8,000 to 12,000kg

XF Series Diesel Counterbalanced Trucks

The World of Hangcha

Factory site: 666 Xiangfu Road, 
Hangzhou, Zhejiang, China (311305)

ZHEJIANG HANGCHA IMP. & EXP. CO., LTD.

sales@hcforklift.com
www.hcforklift.com

Tel:  +86-571-88926735  88926755
Fax: +86-571-88926789  88132890 

HANGCHA GROUP CO., LTD. reserves the right to make any changes without notice concerning 
colors, equipment, or specifications detailed in this brochure, or to discontinue individual 
models. The colors of trucks, delivered may di�er slightly from those in brochures.

HANGCHA trucks conform 
to the European Safety 
Requirements.ISO9001:2015ISO14001:2015 2
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Follow us on
Facebook

Follow us on
YouTube

Follow us on
WeChat

Download  “Hangcha
Forklift” App 



DEUTZ

Interactive instrument: The instrument adopts 

LCD display with four interactive buttons, and 

has one CAN bus communication function. The 

communication protocol is compatible with 

CANopen and SAE J1939 standards.

HANGCHA be with you at every stage
E�cient, reliable solutions for your demands

With Hangcha you can meet all Stage V emissions standards which provides customer demands for value, 

innovation and performance. The technologies include ,TCI+CR+EGR+DOC+DPF+SCR. Designed and optimised 

to every engine model, our forklift truck maximises e�ciency and reliability.

Simple/
Solid/
Smart  

Simple/
Solid/
Smart  

Note: Stage V applied for European Union also including Israel and Turkey

HANGCHA Forklift with StageV

No. Capacity Series Manufacturer Engine Drive power    Model Emission Std. Transmission Power (kw/rpm) Service brake

Stage V

Stage V

Stage V

1

2

3

8.0t

10t

12t

XF

XF

XF

DEUTZ

DEUTZ

DEUTZ

TCD3.6 L4

TCD3.6 L4

TCD3.6 L4

ZF

ZF

TCM

85/2200

85/2200

85/2200

Hydraulic

Hydraulic

Hydraulic

Diesel

Diesel

Diesel

CPCD80-XW96G

CPCD100-XW96G

CPCD120-XXW96



In developing the new XF 8-12t series,comfort 

and easy operation is always considered, for 

example, inproved vibrating levels, compound 

engine damper and full floationg seat and 

cabin are applied. 

Comfortable also contribute to increased 

productivity.

The new design mast provides broad forward visibility 

due to outside located hydraulic pipes of fork 

positioner.

Wider

Comfortable 
Operation

In addition to the soft landing system, the soft lifting 

system is adopted (front lifting cylinders of triplex 

mast and full free duplex mast), as a result, the noise 

and shock of the mast significantly decreases.

Softly

Wider

Wider 30%

The extra foot space is provided to reduce operator 

fatigue significantly. The new wide-open, non-slip 

step makes getting in and out easy and safe.

The optional Electro-hydraulic proportional control 

system contributes more sensitive and precise load 

handling. The easy-to-operate levers provide total load 

handling operation. An armrest is provided to reduce 

fatigue.








