
Three wheel electric counterbalanced trucks

another way



(a) With side shift = +34 mm; (b) 909 - 909 - 909 with 2M h3 > 4000 - 3M h3 > 4350; (c) 881 - 909 - 909 with 2M h3 > 4000 - 3M h3 > 4350; (d) 1062- 1062 - 1092 with 2M h3 > 4000 - 3M h3 > 4350; 
(e) 1062 /1062 / 1092 with 2M h3>4000 - 3M h3>4350; (f) The reported values indicates the electric motor capacity

Manufacturer

Electric Electric Electric

Driver seated Driver seated Driver seated

Q [t]

c [mm] 500 500 500

330 a 330 a 330 a

Wheel-base y [mm]                     984 1146 1200

2550 2820 2930

2950 / 600 3390 / 680 3820 / 610

1100 / 1450 1230 / 1590 1280 / 1650

C/SE/PN C/SE/PN C/SE/PN

b10 [mm] 837 / 837 / 847 b 837 / 837 / 847 b 881 / 837 / 847 c

b11 [mm] 0 0 0

h1 [mm] 2140 2140 2140

Free lift h2 [mm] 80 80 80

h3 [mm] 3270 3270 3270

h4 [mm] 3820 3820 3820

h6 [mm] 1980 d 1980 1980

h7 [mm] 941 941 941

h10 [mm] 615 615 615

l1 [mm] 2564 a 2726 a 2780 a

l2 [mm] 1564 a 1726 a 1780 a

Overall width b1\b2 [mm] 990 / 990 / 1030 e 990 / 990 / 1030 e 1062 / 990 / 1030 e

Fork dimensions s/e/l [mm]

b3 [mm] 900 900 900

m1 [mm] 90 90 90

m2 [mm] 90 90 90

2893 3055 3109

3015 3177 3231

Wa [mm] 1234 1396 1450

Minimum distance between the centres of rotation b13 [mm] - - -

km/h

m/s

m/s

N 1470 / 1670 1420 / 1670 1370 / 1670

N 7300 / 7500 f 7250 / 7500 f 7200 / 7500 f

%

% 19 / 25 f 17 / 25 f 16 / 25 f

s  -  - -

Service brake: mechanical/hydraulic/electric/pneumatic Electronic / Hydraulic Electronic / Hydraulic Electronic / Hydraulic

kW

kW

24 / 400 - 500 24 / 700 - 875 24 / 800 - 1000

372 600 676

kWh/h - - -

Type of drive control

bar 140 140 140

l/min - - -

- - -

- - -

another way



another way

h3 2970 4170

h1 1990 2140 2340 2590 2890

h2 Free lift (mm) 115

h4 3520 3820 4220 4720 5220

Mast tilt forward/backward

h3 4280 4470 4970 5970

h1 1960 2025 2190 2440 2540 2740

h2 Free lift (mm) 1410 1475 1640 1890 1990 2190

h4 4830 5020 5520 6220 6520 7020

Mast tilt forward/backward

h3 2870

h1 1940 2090 2340 2490

h2 Free lift (mm) 1390 1540 1790 1940

h4 3420 3720 4220 4520

Mast tilt forward/backward
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